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Order Fax: 800-223-8305

e-mail: sales@ppe.com

Toll Free: USA, Canada & Mexico

800-362-0706

PLASTIC PROCESS EQUIPMENT, INC.
6385 MONTESSOURI STREET
LAS VEGAS, NEVADA 89113-1186
702-433-6385 • FAX: 702-433-6388
TOLL FREE: 800-258-8877
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8303 CORPORATE PARK DRIVE

MACEDONIA, OHIO 44056-2300

216-367-7000 • FAX: 216-367-7022

TOLL FREE: 800-321-0562

Poly Part No. 4W001-LE (Spanish 2W001-LES)

Metal Part No. 4C002-ME

Poly Part No. 4C002-LE (Spanish 2C002-LES)

Poly Part No. 4W022-LE (Spanish 2W022-LES)

WARNING!

HIGH PRESSURE

MOLTEN MATERIAL.

Stand clear and wear
protective gear when
purging and/or servicing
injection system.

Can cause severe burns.
4W001-ME

CAUTION!

4C002-ME

HIGH SPEED MOVING PARTS.
Do not operate machine unless you are trained,
read and understand the Maintenance/Operator
manual(s).
At start of each shift and after mold
change, check the operation of:
1) Operator gate limit switch(s).
2) Operator gate hydraulic valve.
3) Mechanical platen stop mechanism.
4) Power gate leading edge switch(s) if equipped.
Do not operate machine unless interlocks/
safety devices are in place and function properly.
Failure to follow instructions could result in injury.

Poly Part No. 4D001-LE-ISO (Spanish 2D001-LES-ISO) Poly Part No. 4D002-LE-ISO (Spanish 2D002-LES-ISO)

DANGER!

4D002-ME-ISO

High speed moving parts.

Do not operate with gate/
guards removed or open.
DO NOT REACH AROUND,
UNDER, OVER OR THROUGH
GATE/GUARDS
while machine is operating.

Can cause crushing injury
or death.

DANGER!

4D001-ME-ISO

HIGH VOLTAGE.

Before servicing turn off, lock
out/tag out main power disconnect.
Do not modify electric or
hydraulic circuits unless
authorized by manufacturer.

Earth ground machine and
electrical cabinet before turning
on power. Failure to comply can
cause shock, burns or death.

Metal Part No. 4C026-ME-ISO

Poly Part No. 4C026-LE-ISO (Spanish 2C026-LES-ISO)

CAUTION!

4C026-ME-ISO

COMPLEX MACHINE HAZARDS.

Do not operate machine unless trained, read
and understand the Maintenance/Operator
manual(s). Prior to start-up, test safety
devices per instruction manual. Do not
operate machine unless interlocks/safety
devices are in place and function properly.
Do not modify machine unless
authorized by manufacturer.
Failure to follow instructions could
result in injury.

Metal Part No. 4N009-ME-ISO

Poly Part No. 4N009-LE-ISO (Spanish 2N009-LES-ISO)

NOTICE

4N009-ME-ISO

NO STEP.

Do not step here.

2W022-LES

ADVERTENCIA
Material fundido a alta
presión.
Mantenerse alejado y usar
equipo protector mientras
se purga y/o repara.
Puede causar
quemaduras graves.

POLYCARBONATE (subsurface printed with

adhesive back) 5.3” Wide x 2.8” Tall ............................. $3.85 ea
Temperature to 300°F

Spanish POLYCARBONATE text only add-on (2.8” sq) ....... $3.90 ea
METAL (etched and filled aluminum with

adhesive back) 5.3” Wide x 2.8” Tall ...................... $5.77 ea

OSHA SIGN

7”

8-1/4”

OSHA Sign #9 - for Material Driers
24 gauge aluminum with adhesive back & mounting holes
Part No. OSHA-9 ................................................ $2.50 ea.

Yellow Sign with Black Text

B151 ANSI & AN141 Harmonized Signs

http://www.ppe.com/17pdf/0180.pdf
http://www.ppe.com/ppeindex.htm
http://www.ppe.com/17pdf/0182.pdf
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