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8303 CORPORATE PARK DRIVE

MACEDONIA, OHIO 44056-2300

216-367-7000 • FAX: 216-367-7022

TOLL FREE: 800-321-0562

• Two Manifolds in one both supply and return built as one integral

synchronized unit.

• Design guarantees equal pressure drop across all pairs of circuits.

• Single Point Setting – one synchronized handle operates "to" and "from"

mold valves at the same time, saves space, time, helps prevent accidental

spillage of expensive and messy coolant.

• Area of "to" and "from" manifold channels equals total area of "to" and

"from" mold ports which gives the best solution to the "pressure drop"

verses "residence time" equations.

• Solid brass or aluminum construction (not cast, avoiding the usual voids).

• Our aluminum has a special impregnated clear anodized extra hard

ceramic type coating which is necessary to stop corrosion and/or erosion on

aluminum. All surfaces are coated inside and out.

• Full-port ball valves give full flow and quick action.

• Sturdy stainless-steel balls and stems and reinforced PTFE seals are self-

cleaning; and along with plated nuts and handles, are corrosion-resistant.

• NPT access port for mounting of pressure or temperature gauge on both

supply and return sides; can also be used as cleaning ports.

• Ball valves can be easily repaired while mounted; standard hex wrench

used for disassembly.

• Rated for 150PSI at 300 degrees F.

4 & 6 PAIR

PART NUMBERS

PRICES DIMENSIONS (INCHES) WEIGHT

(LBS)1-5 6+ A B C D E F G H J K

 SPSBR412 (Brass) $395.00 $375.00 3.473 1.67 1.438 7.653 8 1.138 3.473 .702 1.600 1/2 21.7

 SPSAL412 (Aluminum) $280.00 $266.00 3.473 1.67 1.438 7.653 8 1.138 3.473 .702 1.600 1/2 8.2

 SPSBR612 (Brass) $630.00 $595.00 3.473 1.67 1.438 10.529 12 1.138 3.473 .702 1.600 1/2 30.0

 SPSAL612 (Aluminum) $381.00 $361.00 3.473 1.67 1.438 10.529 12 1.138 3.473 .702 1.600 1/2 11.5
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TWO MANIFOLDS IN ONE

SYNCHRONIZED

DUAL SINGLE POINT

SETTING MANIFOLDS HAVE

1/2" N.P.T. TO & FROM MOLD PORTS

WITH 1-1/2" N.P.T. SUPPLY PORTS
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4 or 6 PAIRS OF CIRCUITS
SYNCHRONIZED

MANIFOLDS SINGLE POINT SETTING

WARNING: Cancer and reproductive harm. For
more information go to www.p65warnings.ca.gov.
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