2) PTFE PASTE THREAD SEALANT

— FOR WATER & OIL LINE FITTINGS -

BEST QUALITY & HEAVY DUTY SMOOTHER FORMULA!

PPE PTFE Thread Sealant paste makes leak proof joints
on threaded fittings exposed to gasoline, kerosene, LP
gases, oils, refrigerants, solvents, caustics, acids, water,
gas, steam and air. It is ideal for use on steel, aluminum,

£ o

@) =

PTFE PASTE

WHITE
THREAD SEALANT

Part No. TS-16
NET.WT. 16 oa. {1 I, 453

PTFE PASTE

Ve
AD SEALANT

brass, etc. It will withstand pressures to 10,000 P.S.I. and
temperatures from -35°F to +550°F. PTFE Thread Sealant i
Compound contains pure PTFE powders dispersed in a L
pure no-melt white grease. You won't find a better quality
product at any price. TS-3 TS-5 TS-16

(4.5 oz.) (1 Pound)

i FallNo. TS5

e Contains pure PTFE powders. b,
e Withstand pressures to 10,000 P.S.I.
e Temp. -35°F to +550°F.
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PART QUANITY PRICES
NO. CONTAINER | SIZE 15 611 12+
TS-3 TUBE 30z. | $6.00| $5.70| $5.40

TS-5 | PLASTIC JAR* | 450z. | $7.50| $7.15| $6.80
TS-16 | PLASTIC JAR* | 16 0z. | $13.80 [ $13.15| N/A
* Plastics jars come with a brush attached to the lid.

TRY A SAMPLE

2) PTFE TAPE THREAD SEALANT

WITH PURE VIRGIN POLYTETRAFLUOROETHYLENE

DON'T LET THE PRICE FOOL YOU
This is the finest quality High Density PTFE Tape available.

NEVER USE THINNER LOW DENSITY CHEAP SUBSTITUTES!
PPE PTFE Tape features the same sealing qualities as our PTFE Paste

and has been made available for those who prefer using sealing tapes.
Meets Mil Spec. T-27730A. For temperatures of -450°F to +500°F.

SIZE PRICES EACH

PARTNO. "WIDTH | LENGTH | THICKNESS | 111 | 1249 | 50+

14520 1/4" 520" .0035 $70 | $.67 | $.63

12260 12" 260" .0035 $36 | $.34 | $.32

12520 12" 520" .0035 $73 | $.67 | $.61

St ' i HEAVY. 12520HD 12" 520" .0040 $1.28 | $1.19 [ $1.11

\ : TR 121296 12" 1296" .0035 $2.03 [ $1.89 | $1.75

34520 3/4" 520" .0035 $91 | $.86 | $.79

e Permanent nonflammable seal. WIDE. 200520W 2" 520" .0035 $1.00 each any quantity

e Remains plastic permanently. Stafmess{ 12262;1 oe V2 ,2|6°" " '°d°4° $233 | $2.20 | $2.12
. Temp. _450° to +500°F. Steel : For use on stainless steel threads.
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