<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>QUANTITY PRICES</th>
</tr>
</thead>
<tbody>
<tr>
<td>CH4X4</td>
<td>CAN HOLDER</td>
<td>$16.50 ea. $15.60 ea.</td>
</tr>
<tr>
<td>CHM1</td>
<td>MOUNTING MAGNET</td>
<td>$6.25 ea. $6.00 ea.</td>
</tr>
</tbody>
</table>

**SPRAY CAN HOLDERS WITH RARE EARTH MAGNETS**

**NO EXTRAS TO BUY**

- Mount on machine or tool cart with rare earth magnets attached on the back.
- Thin soft pads over magnets protect surface finish.
- Adjustable height with 1 pair of thumb screws per bracket that can be raised or lowered 3-3/4” by hand.
- Safely holds cans away from heat.
- Holds 12,16 & 20 oz. cans.

**HEIGHT ADJUSTABLE!**

- Powder coated steel.
- Keeps sprays handy - not on top of your hot machine and not on the floor.
- Dimensions:
  - 2 Can: 8” wide x 7-1/8” high.
  - 4 Can: 16” wide x 7-1/8” high.
- Stop searching for cans.
- 2 sizes available, 2 or 4 can.
- Can also be wall mounted with the 2 key slots on back.

**2 SIZES**

**Sprays sold separately**

- #CHM1
  - Mount on machine or tool cart with rare earth magnets.
  - Thin soft pads over magnets protect surface finish.
  - Adjustable height with 1 pair of thumb screws per bracket that can be raised or lowered 3-3/4” by hand.
  - Safely holds cans away from heat.
  - Holds 12,16 & 20 oz. cans.

**Ch 2 Can Holder**

- Powder coated steel.
- Keeps sprays handy - not on top of your hot machine and not on the floor.
- Dimensions:
  - 2 Can: 8” wide x 7-1/8” high.
  - 4 Can: 16” wide x 7-1/8” high.
- Stop searching for cans.
- 2 sizes available, 2 or 4 can.
- Can also be wall mounted with the 2 key slots on back.

**Spay & tools sold separately**

- #CHM1
  - Mount on machine or tool cart with rare earth magnets.
  - Thin soft pads over magnets protect surface finish.
  - Adjustable height with 1 pair of thumb screws per bracket that can be raised or lowered 3-3/4” by hand.
  - Safely holds cans away from heat.
  - Holds 12,16 & 20 oz. cans.

**2 RARE EARTH MAGNETS**

- Bracket can be raised or lowered 3-3/4”.
- Adjust height by hand with thumb screws.