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TOLL FREE: 800-321-0562

DIAL BORE GAUGES

*Two extensions can be put together for deeper hole measurements.
  Do not use three (3) together!

PART NO. FOR USE WITH LENGTH PRICE

DBX10140
50135140

9.84" $179.45

DBX20140 19.69" $281.60

DBX10600

50135250

50135600

9.84" $214.15

DBX20600 19.69" $338.15

DBX30600 29.53" $449.50

DBX40600 39.37" $622.30

PART NO. SIZE RANGE BORE DEPTH PRICE

50135140   .7" - 1.4" 4" $450.35

50135250 1.4" - 2.5" 6" $438.75

50135600 2.0" - 6.0" 6" $479.20

— 4 LENGTHS* —
10”, 20”, 30” & 40” LONG

EXTENSION RODS
ALLOWS YOU TO MEASURE TO 16”, 26”, 36” & 46” DEEP

FOR MEASURING PLASTICIZING BARREL BORES

MORE ACCURATE • MORE EASILY USED • MORE DURABLE

Contoured grip improves accuracy

during prolonged use.

Everything you need to perform close

tolerance I.D. measurements.

FEATURES

• AGD Group 2 bore gauge indicator with .0001 graduations.

• Longer effective stroke (than conventional products).

• Carbide-ball contact point and anvil tip ensure high

durability and wear resistance with smoother action.

• High-accuracy measurement is aided by a large grip that

reduces heat transfer from the operator’s hand by 50%.

• Interchangeable 0.5mm thick washers are supplied as

standard accessories to enable setting in small steps.

• Extension Rods can be attached for deeper measurements.

Wooden Case included.

50135140

50135250

50135600

To separate an extension rod from the measuring
head or main unit, use the dedicated wrench that
engages with seats on the rod and main unit sleeve.

4”

6”

Each Kit Includes:

50135140 50135250 50135600

Gauge Indicator Gauge Indicator Gauge Indicator
Gauge Stem Gauge Stem Gauge Stem

Measuring Head Measuring Head Measuring Head
9 Anvils 6 Anvils 11 Anvils

2 Washers 4 Washers 2” Sub-Anvil
User’s Manual User’s Manual 4 Washers
Plastic Case Plastic Case User’s Manual

Plastic Case

Carbide Contact
Points!

Technical Data
Accuracy: .00008"
Repeatability: .00002"
Adjacent error: .00004"

3—
 SIZE RANGES —

.7” - 1.4”
1.4” - 2.5”

2.0” - 6.0”

Plastic Case included.

3 Kits Available
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