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ROUND QUICK-CHANGER
Gripper Side – 150mm Diameter – 10 Air Inlets

15

The Round Quick-Changer provides easy EOAT change overs and has

connections for both pneumatic and electrical interfaces. The 150mm size is used

on injection machines ranging from 500-2,000 tons and will generally handle a

payload of 150 lbs. Industry standard dimensions allow for compatibility with

existing equipment.

  Part No. BQ150

  Lifting Force 1,000 N

  Number of Air Inlets 10 x G1/4

  Working Pressure 0 - 6 bar (0 - 87 psi)

  Max. Torque 250 Nm (184 ft-lbs)

  Max. Bending Moment 100 Nm (74 ft-lbs)

  Weight 935g

Gripper Side
150mm Diameter
Part No. BQ150

$270.00

ELECTRIC PLUG CONNECTOR

FOR GRIPPER SIDE

• Electrical interface between

robot and gripper sides.

• 15 pin Female SUB-D plug.

• Max. cable cross section

0.14mm2 based on 16-18

Gauge wire cable.

Part No. 20-536

$75.00Mounting holes for
optional electrical
connector.

GRIPPER SIDE MOUNTING

The BQ150 Gripper Side can be mounted to the

BPQ150 EOAT Base Plate (optional) 3 ways.

Use five (5) M6 bolts when tapping

into your robot plate from the front.

8 x M6 Bolts
External

5 x M6 Bolts - Internal

Use eight (8) M6 bolts or five (5) M8 bolts

when making a thru hole in your robot plate

to use the M6 or M8 threads in the BQ150.

5 x M8 Bolts
External
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10 x G1/4 Air Ports
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